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PCHA 100 
 ` Formula:  Ca5 (PO4)3 OH 
M.W.:  502 
CAS #:  7758-87-4 
  12167-74-4 
Appearance: White, free flowing powder. 
Taste:  Tasteless 
Odor:  Odorless 
Solubility: Almost insoluble in water 

  Insoluble in alcohol 

SPECIFICATIONS 

Analysis         
Assay  
Arsenic       
Fluoride       
Heavy Metals 
Lead 
Loss on Drying 
Loss on Ignition 
pH 
Pack Density 
Through 325 

 

Codex 
34.0 ï 40.0% 

  <3.0ppm 
<75.0ppm  
<15.0ppm  
  <2.0ppm  

N/A  
<8.2%  
6.0-7.5 

N/A 
N/A 

 

TYPICAL 
38.0% 

  <1.0ppm 
  52.0ppm 
<10.0ppm 
  <0.5ppm  

1.7% 
5.0% 
7.0 

31 lb/ft
3 

95% max 
 

NUTRITIONAL VALUES 

Fat            
Calories 
Artificial Colors 
Protein   
Vitamins 
Carbohydrates 
Calcium 
Phosphates 

 

None 
None 
None 
None 
None 
None 

34-40% 

56.5-62.5%  

Additional Parameters 

Bovine Constituents 
Recombinant DNA 
Hormones / Antibiotics 
Insecticides 
GMOôs 
Irradiation / Radioactivity 

None 
Not Utilized 

None 
None 
None 

Not Utilized 

Packaging 
Bulk, 50lb Bags, 2000lb Super Sacks 
Storage 
Store in a cool dry place 
Typical Shelf Life 2 years 
Main Uses 
Flow enhancing agent for milled grains 
Calcium additive for foods and beverages 
Nucleating agent in styrene manufacturing 
Ceramic coloring agent 
Releasing agent for aluminum molds 
Fortification for animal feeds 
Retains moisture in meat products 
Marinate for poultry, ham, and smoked chops 
Kosher & Halal: 
NEI provides strictly Kosher and Halal TCP.  
Vegetarians: 
NEIôs TCP is perfectly suitable in the diets of vegetarians 
and vegans. 
 Raw Materials: 
NEI uses high quality, lime with low lead and fluoride 
content. Additionally, NEI uses only food grade phosphoric 
acid to ensure production of high quality TCP. 
 HACCP: 
HACCP practices are applied throughout the 
manufacturing process to ensure compliance with GMP 

guidelines 
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